
 

The general description, recommended uses, application data and statements in the product literature and label are guidelines only. Users should test this product in advance to verify suitability for particular uses. 
This product can be used for a variety of applications over which Polytex Environmental Inks B.V. has no control, Polytex Environmental Inks B.V. neither makes nor authorises to be made any express or implied 
representation or warranty with regard to this product concerning performance, use, fitness for particular purpose, suitability for use on any surface or merchantability of this product, whether used alone or in 
combination with other products. Polytex Environmental Inks B.V. assumes no liability for incidental, consequential or direct damage of any kind regardless of cause, including negligence.  

 

P O L Y T E X  E N V I R O N M E N T A L  I N K S  B.V. 
Engelseweg 175  ●  5705 AD Helmond  ●  The Netherlands  ●  Tel.: +31(0)492 – 58 28 58  ●  info@polytex.nl  ●  KvK Eindhoven nr. 17128139 

 

Polycure UV Process Magenta Product Data Sheet 
CMYK-series Hg-curing 15-04-2026_v1 

 

Product code: 

  
5.1110 

Description: 

 

Polycure Process Magenta is used for printing, mainly in flexographic 

applications, on various polymer films, coated and uncoated papers for 

commercial and non-food packaging. This product can be used in 

combination with the other colours out of this CMYK-series to create 

vibrant coloured printing images in process and half-tone printing. 

Features: 

 

Formulated for high speed curing with traditional UV-lamps. Suitable for 

flexographic applications; others need to be tested. 

High colour strenght, high gloss with exellent print- and filmproperties 

when properly printed, handled and cured. 

 

Specifications 

 

Solids: 100 % 

Viscosity: 650 ± 300 mPa.s; Brookfield 3/100 @ 21°C 

Specific gravity: 1,06 ± 0,10 g/ml 

Appearance: Strong red with a blue shade (magenta) liquid colour 

Odour: Low odour 

 

Lab test conditions 

 

Substrate: Leneta card (FORM 2A - OPACITY) 

Application method:  

Anilox 300 LPI 60°Angle hex - ±9.65 cm³/m² - ±6,2 BCM 

Anilox 400 LPI 60°Angle hex - ±6.77 cm³/m² - ±4,4 BCM 

UV Hg-Curing: 350 mJ/cm2 (Medium pressure Hg; 80 watt/cm) 

Gloss 60°: 81,0 ± 5,0 @ 300 LPI 

78,0 ± 5,0 @ 400 LPI 

Colour Density: 2,22 ± 0,10 @ 300 LPI 

2,02 ± 0,10 @ 400 LPI 
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Additional information: 

 

Shipping classification: Non-ADR 

Safety: When handling this product, advice and information given in the MSDS 

must be complied with. Further, protective and workplace hygiene 

measure adequate for handling chemicals must be observed.  

Cleaning: Commercial UV cleaners & Oxygenated solvents. 

Conformity: EU-REACH compliant 

Storage: Avoid direct sunlight.  

Store at temperatures between 5°C and 35°C.  

Packing should be tightly closed in a dry, cool and well ventilated place. 

Shelf life: Minimum 6 months under normal storage conditions. 
  


