
 
 

POLYTEX® ENVIRONMENTAL INKS, INC. 

R&D: 728 East 136th Street, Suite 2A, Bronx, NY 10454, United States of America 
Manufacturing: 7607 Boeing Drive, Greensboro, NC 27409 United States of America 

Contacts: Phone - 718-402-2000, e-mail -sales@polytexink.com – www.POLYTEXUS.com 

Technical Data Sheet 

Gift Wrap Printing Inks 

  

 

 

 

 

 

 

 

 

 

 

 

   

Product Description: 
 
The gift wrap waterborne printing inks are 
designed for Gravure & Flexo printing which 
have excellent adhesion on paper. 

 Market Uses: 
 
• Gift wrap 
•  Folding cartons 

Performance Features: 
 
•  Fast drying 
•  High solids 
• Good printability 
• Excellent viscosity & pH stability 
• Good water resistance 
• Low VOC & odor 

 Application Methods: 
 
• Gravure & Flexo printing 
• Offer flexible solutions based on 
customers’ applications 
  

Typical Properties: 
 
Appearance:                              Liquid 
Solids:                                         32% - 60% 
PH:                                              8.0 – 9.0 
Viscosity, CPS:                           250 - 500 
Density:                                      1.0 -1.1 
Manufacturing location:         USA 

 Product options: 
 
• Gloss extender for paper 
• Gloss primer for MET paper 
• Silver/Gold/Pearl/Glitter Inks 
• High opacity White ink 
• Offer inks with any requested color 
• Offer plenty of color dispersions 
 

Handling & Storage/Stability: 
 
The products are stable under normal room 
temperature. Ideal storage temperature is 40˚F 
to 80˚F. Prevent Freezing  
 
 

 Product Safety: 
 
• SDS available upon request 

 
 


